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EXPOSE STRUCTURE TO A SOLUTION COMPRISING AN OXIDIZER 



\ MECHANICALLY RUB STRUCTURE TO LOOSEN BY-PRODUCT DEPOSITS 



REMOVE STRUCTURE FROM SOLUTION COMPRISING AN OXIDIZER, RINSE 
WITH Dl WATER, AND DRY BY FILTERED INERT GAS 



CLEAN STRUCTURE ULTRASONIC ALLY WITH A KEYTONE REAGENT 
AND PERIODICALLY MECHANICALLY RUB 



REMOVE STRUCTURE FROM KEYTONE REAGENT, 
RINSE WITH Dl WATER, AND DRY BY FILTERED INERT GAS 
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RINSE AND MECHANICALLY RUB STRUCTURE WITH AN ALCOHOL 
(REPEAT AS NECESSARY) 



BRIEFLY MECHANICALLY RUB STRUCTURE WITH 
A STRONG ACIDIC SOLUTION 
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RINSE WITH Dl WATER AND DRY BY FILTERED INERT GAS 



EXPOSE STRUCTURE TO A WEAK ACIDIC SOLUTION 



RINSE WITH Dl WATER AND DRY BY FILTERED INERT GAS 



s MECHANICALLY RUB STRUCTURE WITH AN ALKALINE SOLUTION 



RINSE WITH Dl WATER AND DRY BY FILTERED INERT GAS 
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